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WE HAVEONE FOCUS

AND THAT IS INDUCTION HEATERS!

— and we dare to promise that we can withstand comparison!

[INDUCTION HEATING VS. GAS: AN EFFICIENCY COMPARISON

When choosing a heating method, it is crucial @as heating, while traditionally popular, comes
consider both performance and cost-e ectivenesith drawbacks like constant supply, handling,
safety risks, and environmental concerns. In
Induction heating has emerged as the modeataction heating o ers signi cant advantages,
and e cient solution, bridging the gap betweemcluding better control, higher energy e ciency,
traditional gas heating and future technologiesd reduced long-term operating costs.
Induction heating is a contactless method thlais also more environmentally friendly, producing
e ciently converts electrical energy into heaho harmful emissions. In conclusion, induction
directed precisely where needed. is allows for faseating is an innovative and cost-e ective method
and precise heating without unnecessary heat libsst. outperforms gas heating in many aspects.

By choosing induction heating, companies invest
in smart, sustainable technology that bene ts both
the business and the environment in the long term.






THE ALESCO WAY

With experience since 1998 and as a pioneerdrands in manufacturing and maintenance. Our
mobile induction heating, Alesco Int. AB is @roducts are used worldwide, from mines in Sval
leading player in the industry. We have consistentigird to mobile solutions in the Sahara. Whether
developed groundbreaking products with a focit's metal fabrication, customization, or pre- and
on uncompromising quality. post-weld heating, we are the trusted partner to
meet your needs.
Our strength lies in setting high standards for
every product we deliver. From development to Designed to Keep You Safe
manufacturing, we adhere to strict quality stan
dards, and our specialized sta oversee every pliaise of Alesco’s main focuses is designing safe
of production. Our suppliers are ISO 9001 andhachines that help you create a secure work en
ISO 14001 certi ed, and our production methodssironment. Our induction heaters comply with
align with REACH and RoHS guidelines. Directive 2013/35/EU regarding health and safety
related to exposure to magnetic elds. e induc
We serve a broad customer base, from sniaih heaters also feature built-in overheating and
automotive workshops to large global industriahort-circuit protection.







LESS RISKS BETTER
WORK ENVIRONMENT
FOR YOUR STAFF

Reduced Health Riskisiduction heating elim Less Noise and Vibratiomnduction heating is
inates the need for open ames, signi cantlgenerally quieter than gas heating, reducing po
reducing the risk of accidents related to cembusntial hearing impact and minimizing vibrations
tion and explosions. is creates a safer workinthat could a ect the well-being of workers.
environment for employees.
More E cient Work Processe#nduction heat
Reduced Exposure to Harmful Substancesng o ers faster and more precise heating, which
Gas heating can produce harmful emissions asah improve productivity and e ciency in work
by-products that may be detrimental to humaprocesses.
health. In contrast, induction heating generates no
direct combustion and carries none of these riskeduced Fire RislSince induction heating does
not require open ames or hot surfaces, the risk
Improved Workplace Comforinduction heaters of re and re-related hazards in the workplace
do not emit heat, harmful gases, or odors, ciig signi cantly reduced.
ating a more comfortable and pleasant working
environment.

In conclusion, the use of induction heating can o er a safer, healthier, and more comfortable work
environment for employees, which can have positive e ects on both productivity and well-being.






REDUCE YOUR
CUSTOMERS GAS COSTS
BY 100%

Greenhouse Gas Emissiodsing gas for heat Dependence on Fossil Fuélss is a non-renew

ing results in the emission of greenhouse gasdde resource, and its availability can be subject

particularly carbon dioxide (CO2) and methant market uctuations and political in uences.

(CH4), which contribute to climate change. Infrastructure and Storage: Using gas requires a
reliable infrastructure for storage, distribution,

Air Pollution: Fossil fuels used in gas -heatnd handling, which can lead to additional costs

ing can generate air pollutants such -as @ind logistical challenges.

trogen oxides (NOx) and particulate mat

ter, which can have harmful health e ect€osts of Climate Impachh some regions, reg

on both people and the environmentulations and fees for greenhouse gas emissions
can lead to increased costs for companies that

Safety Riskse use of gas in workshops can use gas heating.

pose certain safety risks, especially if not handled

properly. ere is a potential risk of leaks, explo

sions, or res.

In summary, gas heating in workshop environments has a signi cant environmental impact, both in
terms of emissions and safety risks. In comparison, induction heating o ers a more environmentally
friendly and safer alternative, with reduced impacts on climate and health






REDUCE
INSURANCE COSTS

Reduced Fire Riskaduction heating eliminates Lower Environmental Impactnduction heating

the need for open ames or hot surfaces,-redus a more environmentally friendly method as it

ing the risk of re-related injuries or incidentsdoes not emit harmful substances or generate

Insurance companies often view technologies tleatissions. Insurance companies may o er more

lower such risks favorably. favorable premiums for environmentally friendly
alternatives.

Reduced Exposure to Harmful SubstanSawxe

induction heating does not produce combustioimproved Safety Policgy upgrading to a safer

emissions or harmful gases, it reduces the riskoél more advanced technology like induction

health-related issues, thereby potentially-low&eating, the company demonstrates its cemmit

ing insurance costs related to personnel injuriegent to safety. is can result in more favorable
insurance terms.

Higher Safety Standardénduction heaters are

designed with safety features that minimize tRegulations and Complianc&ome insurance

risk of accidents and misuse. is technology casompanies may have speci ¢ guidelines and incen

reassure insurance companies that the associéted for businesses using safer and more modern

risks are lower. technologies, which could translate into lower
insurance premiums.

In summary, transitioning to induction heating can be bene cial for insurance costs by reducing
risks, promoting safety, and demonstrating a commitment to a more sustainable and safer work-
place. It is always recommended to discuss these advantages with your insurance advisor to get a
clear understanding of how the transition can impact your insurance costs.
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A80 | PORTABLE INDUCTION HEATER

p DESlcNSO/
]
15KG

.

O

A mobile induction heater to be used everywhereDesigned to heat any metals

e A80 is designed with mobility in mind. e  Despite its compact frame, the A80 generates 3,7
compact format and low weight make it easy k& of electrical output and is highly e cient for
carry it with you in the garage or workshop. Plabeating steel. It is e cient enough to work on all
it on a workbench and simply plug it into an EUnetals, including copper and aluminum, but at
standard 230V electrical output and you are all s&lightly lower e ciency. Common alloys, such as
Due to its low electrical demands, the A80 isbaass and stainless steel, are no match for this por
popular inductive heating tool in many servidable induction heating machine either. Whatever
vans, and the unit will run o a generator if nanduction heating application you need - such as
power source is available. bolts, nuts, rods, pipes, plastic decals - the A80
can help you solve your problem.
Work for longer without external cooling
Ease of use guaranteed - “plug and heat”
e total running time before the A80 needs to
cool down is approximately 12 min at an ambiekipon delivery, the A80 comes pre- lled with a
temperature of 20°C. If you need to extend tlmwoling agent and is prepared to get into action
heating time you can, with the help of an externaimediately. No installation or lengthy manuals
pump, hose and water connections, connect e needed, thanks to its user-friendly interface.
example a water canister to your A80, sincesitsimplistic design on the front panel shows the
is equipped with an additional internal cooling§ power steps, as well as an indicator for overhea
circuit. (Water connections are included, pumiing and water ow. As soon as you plug in the
and hose are sold separately). A80 portable induction heating tool, it will run
a self-diagnostic test for a few seconds and then
e A80 has a built-in water tank with environ you're ready to apply heat. Simply place the hea
mentally friendly antifreeze. It can safely be stotéty tip on your workpiece and press the button.
and transported in temperatures down to -20°C.
However, we always recommend using a transgexible heating tips for any occasion
case for longer transports. e unit will conti
nuously monitor the water ow and warn you ife A80 is delivered with a standard heating
there is any problem with the cooling. tip (90 degrees) which covers many situations,
but can also be tted with other heating tips,
depending on the occasion.

MAIN SUPPLY 1 ~208-230 VAC 16A/50-60 Hz HOSE LENGHT STANDARD (1.7m) / EXTENDED Zm)
ENCLOSURE 1P21 INTERNAL COOLING YES

POWER CONTROL 5 STEPS COOLING SYSTEM Internal and external water cooling.

WORKING FREQUENCY <+ f “kHz AVAILABLE HEATING TIPS 90 (included).Straight & wheel bolt opt.

OUTPUT POWER 3.7 kw DIMENSIONS
WEIGHT 15 KG GENERATOR USE

A80 1.7M ART NO. 100880 /A80 3M ART NO. 100888






A80V+NIX1 | PORTABLE INDUCTION HEATER
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Alesco A80V is a induction heater is designedh standard EU 230V electrical outlet or with a
to heat all type of metals in any environment generator if no outlet is available.

Loosening bolt torque before parts are disasserabA80 has a built-in water tank with enviren

led is a common practice in maintenance, suchmaantally friendly antifreeze. It can safely be stored

wind turbines and re neries. Many of these tasiad transported in temperatures down to -20°C.

are performed in hot and cramped environmentdowever, we always recommend using a transport

creating a need for a small and mobile inducticase for longer transports. e unit will conti

heater that is still e ective and can run for longuously monitor the water ow and warn you if

periods of time. e A80V is a small and versatiléhere is any problem with the cooling.

portable induction heater that has proven to be

extremely e ective in loosening torque on bolork in temperatures exceeding 50elsius

exceeding M64. Despite its compact size, the A8OV

generates 3.7 kW and is highly e cient in heating lot of maintenance work is carried out in very

steel, capable of working on all metals—includiiggh ambient temperatures and tough environ

copper and aluminum, albeit with slightly lowements that demand high performance from your

e ciency. Common alloys like brass and stainlesguipment. e A80V can operate continuously

steel are no match for this induction heater. at 45 degrees ambient temperature and tempo
rarily at temperatures exceeding 55 degrees. Like

Two lightweight units for maximum mobility the A80, the A80V features a built-in water tank

and operational time with environmentally friendly antifreeze and can
be safely stored and transported down to -20°C.

A80V consists of the A80 induction heater and

the NIX1 cooling unit, which is a small and-lexible heating tips for any occasion

lightweight device weighing 3 kg. e cooling

unit allows the induction heater to operate foe A80V is delivered with a standard heating

extended periods in hot environments. e unitstip (90 degrees) which covers many situations,

are easy to carry around, and they can be edsilycan also be tted with other heating tips,

separated in a few seconds without any toalepending on the occasion.

When disconnected from the NIX1, the A8OV

can be used as a standard A80. Due to its low

power requirement, the A80 can be powered from

MAIN SUPPLY 1 ~ 208-230 VAC 16A/50-60 Hz HOSE LENGHT STANDARD Zm)
ENCLOSURE 1P21 INTERNAL COOLING YES

POWER CONTROL 5 STEPS COOLING SYSTEM Internal and external water cooling.

WORKING FREQUENCY  *«f “kHz AVAILABLE HEATING TIPS 90 Nbm1rt7;708 ou; -r|;um-}4

OUTPUT POWER 3.7 kw DIMENSIONS
WEIGHT 15 KG + NIX1 GENERATOR USE

A80V+NIX1 3M ART NO. 100887






INTER 8/12 | MOBILE INDUCTION HEATER

INTER 8/12 — designed for your workshop  Designed to heat any metals

e INTER 8/12 is developed with the requi Despite its compact size the INTER 8/12-gene
rements of a workshop in mind where you neeates a maximum output power of 12kW and is
a versatile induction heater that can quickly leecient enough to work on all metals and alloys,

applied on many di erent areas - and
extra power when called for.

providacluding copper and aluminum but with slightly
lower e ciency than on steel. Whatever induc
tion heating application you need — such as truck

anks to its mobile frame the INTER 8/12 is frame alignment, nuts, bolts, rods, even pre- and
easy to move around in the workshop allowimpgst-heating in welding applications. e INTER
fast access to the workpiece with its 6 m h@&&2 will solve your problem.

length. With a height of only 86 cm, it can easily

be stored under a workbench to save oor spaEase of use guaranteed - “plug and heat”

e INTER 8/12 connects to the EU standard

3x400VAC + PE/16A power output or from ae INTER 8/12 is prepared to get into action

generator if there is no output available.

A exible heating tool
with a boosted 12 kW output

directly when delivered. No installation proce
dures or lengthy manuals are needed thanks to
its user-friendly interface. e simplistic design
on the front panel shows the 10 power steps as
well as an indicator for overheating. As soon as

e built-in cooling unit and the unique boost you start the INTER 8/12 it will run a self-test
function (Instant Power Boost System) gives ytaking a few seconds and then youre ready to
the power and work speed you need without &eat. Place the heating tip on your workpiece and
external water source connected. Nominally theess the button.

output power is 8kW however you can boost the

output power to 12kW for 60 seconds every othEtexible heating tips for any occasion

minute. e unit will allow 60 minutes run time

at 8kW and 30 minutes when using the bookike all Alesco’s induction heaters the INTER
function (in normal ambient temperatures).  8/12 is delivered with a standard heating tip which

covers many situations and is our most versatile
inductor. However other heating tips can be tted
depending on the situation.

MAIN SUPPLY "Seee( 3 F eu "eJus
ENCLOSURE P21

POWER CONTROL 10 STEPS

WORKING FREQUENCY 155 kHz

OUTPUT POWER v fekW

WEIGHT 95 KG

& HOSE LENGHT STANDARD (6m)
INTERNAL COOLING YES

COOLING SYSTEM $ !

AVAILABLE HEATING TIPS 90 Nbm1rt7;708 ou; -r|;um-
DIMENSIONS e F)X L yee* Te*yyumm
GENERATOR USE =

INTER 8/12 6M ART NO. 400812







ACE12+NIX3 | MOBILE INDUCTION HEATER

A mobile induction heater to be used on Adding endurance and mobility to your
many sites and heavy-duty work ACE12 Induction Heater

With a weight of only 19 kg and a full 6-meteAdd more exibility to your ACE12 together

hose package the ACE12 is truly mobile amdth the NIX3 cooling unit. e combination of

versatile. Easy to move around and easy to acB€&s12 and NIX3 lets you do heating jobs where

the workpiece. e compact frame also makes thap water is scarce or if you simply want a faster

ACE12 ton aworkbench, just connect to a watexnd more agile induction unit. is combination

source and a 3x400VAC+PE/16A power outlet anait covers the heating needs for both mechanic

you're all set to go. It is powerful enough to workorkshops and auto repairs as well as construction

on all metals including copper and aluminunsites and even sca olding.

Heating common alloys such as brass and stainless

steel are also an easy task with the ACE12. N&ase of use guaranteed - “plug and heat”

bolts, rods, even pre- and post-heating in welding

applications are no match for this machine. Like all Alesco products, we take pride in-deve
loping products that are easy to use and dont

Work for as long as you need with a cooling require special installation procedures. e NIX3

option of your choice comes already lled with a cooling agent and is
prepared to get into action directly. No installation

e ACE12 can easily be connected to multipleor lengthy manuals are needed. e ACE12 ts

cooling options depending on your needs amperfect onto the NIX3. Just connect the two water

requirements. It can either be connected to Alescganections with the attached quick connectors.

prepared cooling option NIX3 or you can run iBince the NIX3 also powers the ACE12 you only

on tap water or any other available water sounseed one EU standard 3x400VAC+PE/16A outlet

e built-in overheating protection and water to power both of the units.

ow alarm will monitor the temperature-en

suring safe function and warn you if necessdflexible heating tips for any occasion

At normal ambient temperatures (20 degrees Cel

sius) the ACE12 can run for many hours at théke all Alesco’s induction heaters, the ACE12 is

maximum output when connected to an externghipped with a standard heating tip which covers

water-cooling option such as tap water. most situations that you encounter. However

other heating tips can be tted depending on the
situation.

MAIN SUPPLY 'Stee( 3 F eu "+Juc

ENCLOSURE P21

WORKING FREQUENCY 155 kHz DIMENSIONS e F)EUse*i—e*tumm

WATER CONSUMPTION ~ bm “ FI 7tubm] _;-2m] vitt;m1;

WEIGHT e omirt7;7 | *

ACE12ART NO. 501206 /ACE12+NIX3ART NO. 513206









USE ACE12

- WITH OWN WATER SOURCE

1

WHEN USED WITH TAP
WHAT YOU NEED:

» Two hoses in desired length.
(Recommended max length is 50m)

1. Connect left side (in- ow) to a hose, con-
nected from your tap.

2. Connect right side (out- ow) to a hose where
you want the water to ow out, for example a
well.

2

WHEN USED WITH
CLOSED WATER TANK

WHAT YOU NEED:

» A water container. We recommend one that
holds at least 25I.

» A water pump with a pressure guard that
manages a minimum ow of 4l/min.

Connect left side (in- ow) to a hose with the
water pump attached, put the pump in your
water container. Connect right side (out- ow)

to a hose and put it in the same container.

BE AWARE that the water in the container
eventually will get hot, so change the water or
let it cool down on regular basis so the machine
doesn’t shut down while you are working.



T ] R
naeIay:
1T .

llllll?_lr

- ’ - | i i - - '.
- & j ! | ()
'_7-\ Sy ! l'i F, 7 ‘- !. - Iy \r"‘
b - ¥ “tip - - uk- A =< ’ g
o\ Ccmall et e e S B
e A etk gy i i e R
- R -













FLEXIBLE HEATING TIPS J

[FOR ANY OCCASION A
P

b A80 is dellyered with a standard heatlng ilpCh/ang ng between‘aI erent heatlng tips is qU|ck
(90 degrees) which covers-many situations, but éani easy. Just unscrew the eX|st|ng tlp' nd scr W

also be tted with other heating tips, dependingn the one you want to u
on the occasion. For small and cramped spa@sseconds and W|thout ap_ 00
there is a forward-pointing heating tip that allows - 2 :
you to access tricky areas more easily.
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HEATING TIPS A80

A80 STANDARD HEATING TIP

A multi-purpose induction heating tool that
works on any metal

is is the standard heating tip for the A80. It is
durable and gives good access in con ned spaces,
and is a really good all-round tool. e heating

tip is supplied complete with O-ring.

ART NO. 100883

A80 STRAIGHT HEATING TIP

A multi purpose induction heating tip with a
straight design

is heating tip allows you access where the stan
dard heating tip cant t. e heat comes from
the front. It is as robust as all of our heating tips.
e heating tip is supplied complete with O-ring.

ART NO. 100884

A80 WHEEL BOLT HEATING TIP

A induction heating tip designed to t all
wheels in the market

With a diameter of 21mm this heating tip is per
fect to gently loose wheel bolts, while minimizing
the risk of damaging the rim. e heating tip is
supplied complete with O-ring

ART NO. 100889







HEATING TIPS INTER 8/12 | ACE12 | A1200 | A4000

STANDARD HEATING TIP

A multi purpose heating tip with our
standard 90° design

is is the standard heating tip for the ACE12 &
INTER 8/12. It is durable and gives good access in
con ned spaces, and is a really good all-round tool.

ART NO. 500100

STRAIGHT HEATING TIP

A multi purpose induction heating tip with a
straight design

is heating tip allows you access where the stan
dard heating tip cant t. e heat comes from
the front. It is as robust as all of our heating tips.

ART NO. 100007

FLAT HEATING TIP

A multi purpose heating tip that allows you
to heat a larger surface at a time

is heating tip is specially designed to let you heat
a larger surface at a time. e heating tip is also
slightly angled and has a height of only 16 mm to
t in tight spaces. is heating tip has a unique

feature in that it contains built-in ceramic balls,
which protect the material from being scratched.

With ceramic balls to protect surfaces!

ART NO. 100991






HEATING TIPS INTER 8/12 | ACE12 | A1200 | A4000

ROUND HEATING TIP @ 30MM

A multifunctional heating tip designed for
heating pipes and handling soldering tasks
e ciently. e heating tip features a slight
angle for improved ergonomics and user
convenience.

ART NO. 500300

ROUND HEATING TIP @ 50MM

A multifunctional heating tip designed for
heating pipes and handling soldering tasks
e ciently. e heating tip features a slight
angle for improved ergonomics and user
convenience.

ART NO. 500500

ROUND HEATING TIP @ 70MM

A multifunctional heating tip designed for
heating pipes and handling soldering tasks
e ciently. e heating tip features a slight
angle for improved ergonomics and user
convenience.

ART NO. 500700






HEATING TIPS INTER 8/12 | ACE12 | A1200 | A4000

90° CORNERHEATING TIP

A versatile heating tip designed for heating
corners at a 90° angle

is heating tip is 0 ering precise control and e
ciency. Ideal for both pre-heating and post-heating
in welding applications, this tip helps to improve
weld quality, reduce stress on the material, and
With ceramic balls to protect surfaces! ensure a smooth and durable nish. e heating
area is 30 x 30 mm.

ART NO. 500150

60 MM WIDE HEATING TIP

A versatile heating tip engineered for quick
and e cient heating of large areas.

is heating tip is speci cally designed for heating
larger surfaces at once. It is angled at approximately
45 degrees for more ergonomic use. e heating
area is 60 mmAdditionally, it is shorter than

our standard inductors, allowing the machine’s
power to increase and penetrate deeper into the
material. is inductor is perfect for all types of
production, metalworking on thicker materials,
and pre- and post-welding applications.

ART NO. 500110

STRAIGHT BOLT HEATING TIP

An induction heating tip speci cally designed
for truck bolts and recessed bolts.

With a diameter of 30 mm and a length of
135mm, this heating tip is perfect for gently
loosening both wheel bolts and recessed bolts. Its
design allows for precise heating in hard-to-reach
areas, making it ideal for recessed bolts that are
di cult to access with standard tools. e tip
ensures e cient heat distribution, minimizing
the risk of damage to surrounding components
while e ectively loosening even the most stubborn
recessed fasteners.

ART NO. 500120






HEATING TIPS A800 | A1200 | A3000 | A4000

STANDARD HEATING TIP

A multi purpose heating tip with our
standard 90° design

is is the standard heating tip for the A800. Itis
durable and gives good access in con ned spaces,
and is a really good all-round tool.

ART NO. 100514

STANDARD HEATING TIP

A multi purpose heating tip with our
standard 90° design

is is the standard heating tip for the A1100
and A1200. It is durable and gives good access in
con ned spaces, and is a really good all-round tool.

ART NO. 100005

STANDARD HEATING TIP

A multi purpose heating tip with our
standard 90° design

is is the standard heating tip for the A3000
and A4000. It is durable and gives good access in
con ned spaces, and is a really good all-round tool.

ART NO. 1000026



FIELD ENHANCER REPLACEMENT KITS

A500/A800
FIELD ENHANCER REPLACEMENT KIT

Our standard 90° heating tip for Alesco models
A500 and A800 is designed with our new Quick
Change system. is allows you to change the eld
enhancer by yourself when needed. is applies
to inductors purchased after 2021.

ART NO. 900306

A1100/A1200
FIELD ENHANCER REPLACEMENT KIT

Our standard 90° heating tip for Alesco models
A1200 is designed with our new Quick Change
system. is allows you to change the eld en
hancer by yourself when needed. is applies to
inductors purchased after 2021.

ART NO. 900307

A3000/A4000
FIELD ENHANCER REPLACEMENT KIT

Our standard 90° heating tip for Alesco models
A3000 and A4000 is designed with our new Quick
Change system. is allows you to change the eld
enhancer by yourself when needed. is applies
to inductors purchased after 2021.

ART NO. 900308



FIELD ENHANCER REPLACEMENT KITS

INTER 8/12 / ACE12
FIELD ENHANCER REPLACEMENT KIT

Our Flat heating tip for Alesco models Inter 8/12
and ACE12 is designed with our new Quick
Change system. is allows you to change the eld
enhancer by yourself when needed. is applies
to inductors purchased after 2021.

HOW

ART NO. 900309

TO

We now o er the option to replace the eld en
hancer on some of our inductors/heating tips, but
not all. To see if your speci c inductor allows for
a eld enhancer replacement, please check if your
inductor includes this feature ( see arrow ) . If it
does, the eld enhancer can be replaced. If not, it
would require purchasing the new version of the
inductor/heating tip.
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