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FOREWORD

NIX3 is a high-quality cooling unit for professional users 

with high demand for mobility and long run ধmes. 
Featuring a 20 liters water tank, high-eăciency radiator and 
an array of 4 fans in a sturdy and mobile package the NIX3 

is an opধmal cooling unit for the ACE12.

The equipment shall only be used in accordance with the 

safety requirements valid at the workplace.

The equipment shall only be used with Alesco inducধon 
heaters.

If the NIX3 is used incorrectly, Alesco Internaধonal AB can-

not be held responsible for damage to the equipment. 

Neither does Alesco Internaধonal AB accept liability for 
consequenধal )nancial losses or losses of revenue.

Informaঞon
This manual contains installaধon, operaধon, maintenance, 
and fault-tracing instrucধons.

Warranty
Alesco grants a 24-month warranty from the cooler’s 

delivery date.
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INSTRUCTION MANUAL

It is of the utmost importance that you read and understand this 

instrucধon book. If anything requires clari)caধon or you have any 
quesধons, then please contact Alesco prior to use of the equipment. 

Digital manuals can be downloaded from the Alesco website, where the 

latest version are available.

www.alesco.se

Phone: +46 31 711 47 50.

Conformance
The NIX3 conforms to the applicable CE standards. 

UNPACKING

Check the NIX3 that no damage has occurred during transport. 

If any damage is found the NIX3 cannot be used unধl the parts have been 
replaced or repaired.

The packaging material can be recycled. Send the packaging for recycling. 

The cooling unit is designed to have a high degree of recyclability. However, 

it can contain substances which should not be thrown out with the normal 

garbage. Your Alesco Internaধonal AB dealer can provide you with informa-

ধon about environmentally sound waste disposal.

IMPORTANT!

Read this instrucধon manual carefully so that you fully understand the 
equipment and how to operate it. Incorrect operaধon can cause personal 
injury and damage to the equipment.

The only purpose of the illustraধons in this instrucধon manual is to show 
how to operate the equipment and its components. 

They may be diøerent from the product in quesধon. 

Alesco Internaধonal AB reserves the right to, without noধce, make changes 
to the instrucধon manual or modi)caধons to the equipment. 



NIX3 GENERAL INFORMATION

NIX3 is a high-quality cooling unit for professional users with high demand

for mobility and long run ধmes. To save *oor space the NIX3 can easily be
stored under a workbench and thanks to its low weight, smart swivel wheels

and ergonomic front handle its easy to move around.

Featuring a 20 liters water tank, high-eăciency radiator and an array of 4
fans in a sturdy and mobile package the NIX3 is an opধmal cooling unit for
the inducধon heater ACE12. The design guarantees reliable performance and
run ধmes of up to 15 minutes before needing to cool down.

The NIX3 will support the water cooling of the ACE12 at a distance of 25 
meters from the NIX3 or even when you are working 25 meters up in the air.

The NIX3 comes already )lled with a cooling agent and is prepared to get
into acধon directly. No installaধon is needed. The ACE12 )ts perfect onto 
the NIX3. Just connect the two water connecধons with the aħached quick 
connectors. 

Since the NIX3 also powers the ACE12 you only need one EU standard 
3x400VAC+PE/16A outlet to power both units.



1. SAFETY

1. GENERAL INFORMATION

Always read through the safety instrucধons and follow them carefully before 
starধng work with the NIX3. 

The informaধon contained in this instrucধon manual describes recommend-

ed working methods but must not be considered to override the user’s own 

judgement or local regulaধons. 

By reading and following these safety regulaধons, the user is ensuring a safe 
working environment for himself and his colleagues.

2. WARNINGS AND SAFETY SIGNS

The following types of safety symbols are used in Alesco Internaধonal AB’s 
instrucধon manuals and on the equipment.
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3. GENERAL WARNINGS

IMPORTANT!

Always read through the safety instrucধons and follow them carefully 
before using the cooling unit.

IMPORTANT!

Use only Alesco Internaধonal AB approved accessories and spare parts.

WARNING! IT’S IMPORTANT! 

It is the responsibility of the owner to ensure that the equipment has been 

installed in accordance with the instrucধons in this instrucধon manual. It 
is the owner’s responsibility to ensure that the cooling unit has been in-

spected in accordance with applicable regulaধons before it is used.

IMPORTANT!

If the cooling unit is used in environments where the temperature is 

below freezing, anধ-freeze must be used. The recommended anধ-freeze 
is 30% propylene glycol. The cooling unit is normally delivered with the 

correct mix of anধ-freeze.

IMPORTANT!

The equipment and its components may not be modi)ed without the 
prior wriħen permission of the manufacturer. The user of the equipment 
is liable for all technical failures caused by incorrect use, incorrect main-

tenance, damage, incorrect repair or modi)caধon by a party other than 
the manufacturer or speci)ed by the manufacturer.

WARNING! 

Loose cables and hoses consধtute a risk of tripping. 
Risk of personal injury.

WARNING! 

Disconnect the cooling unit from the mains supply before moving, carry-

ing out service, cleaning or maintenance the unit. Risk of electric shock.

WARNING!

All major service and maintenance work must be carried out by Alesco 

Internaধonal AB’s service personnel. Risk of electric shock.

WARNING!

Remove no cover plates or carry out work on the cooling unit without 

disconnecধng it from the mains supply. Risk of electric shock.

WARNING! 

Do not place the inducধon heater on an uneven or unstable surface. 
The cooling unit could ধp over and cause personal injury or serious 
damage to the equipment.

IMPORTANT!

Children, reduced physical/ mental, experience/knowledge, children 

supervised not to play.

IMPORTANT!

Maximum alধtude: 4000 meter
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2. ELECTRICAL & WATER CONNECTIONS

1. ELECTRICAL CONNECTION

The NIX3 cooling unit is designed to work together with the ACE12
even though it is made as a standalone product. 

The power supply to the NIX3 will support the internal components inside 

the NIX3 and when connected to the ACE12, the power supply will also
support the ACE12 through the NIX3 cooling unit.
 

Connecধng both the NIX3 cooling unit and the inducধon heater ACE12,
the cord must at least support 3x400VAC+PE 16A 50/60Hz.
The units should also be connected to an RCD.

3X400VAC+PE/16A3X400VAC+PE/16A

ON

OFF



H2O H2O
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2. WATER CONNECTION

The NIX3 cooling unit is )lled with 18 liters of cooling *uid at arrival.
The cooling *uid is a >20% mix of Propylene glycol and water.
 

NIX3 cooling unit is designed to work together with the inducধon heater ACE12.
The water hoses from the ACE12 )ts into the NIX3 cooling unit.
The inducধon heater ACE12 is designed for both the cooling *uid mix of >20%
or for tap water. The cooling *uid mix is to recommend when used together with 
the NIX3 cooling unit.

The NIX3 is designed to give the inducধon heater ACE12 the correct *ow rate and 
pressure. A minimum *ow rate of 4l/min is required for the ACE12, and the cooling 
*uid pressure must be less than 3,5bar / 50psi.



EU standard 

3x400VAC+PE 16A 50/60Hz power outlet

Smart swivel wheels

Prepared for the ACE12

3. DESCRIPTION & SPECIFICATIONS
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MAIN SUPPLY

ENCLOSURE

WEIGHT

DIMENSIONS

PRODUCT WARRANTY

3x400VAC + PE 16A 50/60Hz

IP21

80 KG (EXCL. HANDLE)

(LXWXH) 750X360X710 mm

2 years
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1. ANNUAL CHECK

For safety and endurance please handle the equipment carefully and keeping 

it clean. Always run a visual check prior to starধng the NIX3. 

At least once every 12 months the NIX3 should be checked. If necessary 
involve someone with appropriate knowledge.

NOTE! 

To be performed by trained engineer and calibrated equipment.

Earth Conধnuity Test (PE): Must be < 0.5 Ohms. 
Insulaধon Resistance Test.

IF DAMAGE OR DEVIATION TO THE EQUIPMENT IS DETECTED THEN 

DO NOT USE THE NIX3 UNTIL CORRECTLY SERVICED.

2. CHECKLIST

POWER CABLE: 
Check the power cable for damages. Check the plugs at both ends of the 

cable that the cable is secured at both ends.

SCREWS: 
Check that all screws used in the housing are present.

CABINET CHECK: 
Check the front and rear covers for cracks or any other visual damage.

COOLING FLUID LEVEL: Check the cooling *uid level to this posiধon*. 
* The green line on picture. 
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4. ANNUAL CHECK & GUARANTEE
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3. GUARANTEE

Alesco Internaধonal AB provides a 24 month guarantee on Alesco ́s 
cooling units and its parts. This guarantee applies to damage related to faults 

in materials or manufacture. 

The guarantee does not cover damage arising from inappropriate or careless 

use, overloading, negligent maintenance or natural wear and tear.

The guarantee presupposes that:

(X)	 The Alesco NIX3 has been correctly installed and inspected in 		

	 accordance with local regulaধons.

(X)	 The Alesco NIX3 has not been modi)ed in any way without 
	 approval from Alesco Internaধonal AB
	

(X)	 Only original parts from Alesco Internaধonal AB have 
	 been used for repairs.

(X)	 The cooling unit has been uধlised and maintained in 
	 accordance with the instrucধons in this instrucধon manual.
	

4. GUARANTEE CLAIM

In the event of a guarantee claim against Alesco Internaধonal AB, 
the customer must be able to prove that the fault has arisen within the 

guarantee period and that the Alesco NIX3 has been used in accordance with 

the speci)ed instrucধons and technical data. 

Guarantee claims must also contain details about the product type and serial 

number.

5. SUPPORT

Alesco Internaধonal AB oøers a professional support

For latest revised user manual see: www.alesco.se

By e-mail: support@alesco.se 

by telephone: +46317114750

By mail: Alesco Internaঞonal AB, Neongatan 10, SE-43153 Mölndal
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